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About the Products

Nawaplastic Industries Co., Ltd., an affiliate of SCG Chemicals, the “PVC” pipe manufacturer since 1970
is a highly experienced and full commitment-oriented company with the mission to meet service demands
and provide the utmost satisfaction for our customers, the continuous quality improvement of the products
is our main emphasis. In order to be the leader in piping systems plumbing-drainage, hot water plumbing,
electrical and telephone conduit, agriculture and public utility, product development is also on our focus to
create a wide-range variety of products - pipes, fittings, and accessories for full and comprehensive services

to be suitable for all kinds of uses with a support of our expert teams for all kinds of piping consultancy.

Product Properties (SCG PVC Pipes)

For Plumbing and Drainage System

SCG PVC Pipe

uPVC (Unplasticized polyvinyl chloride) or rigid
PVC is widely used in construction because of
its outstanding properties such as humidity
resistance, anti-rust and retardation, as well as
low maintenance, etc., you can rest assured that
the pipe you choose are exceptionally suitable

for your high-quality lines of work.

How "SCG pipe"
Superior in Every Way
Unmatched Quality

Systematic guality control by our expert teams
with every fine bit of detail.

World-class high-tech machine-made products
resulting in high quality and environment friendly.

Best Services

Pre-sales and after-sales service by our expert

teams

Fast and nationwide delivery

Outstanding Availability

Capable of meeting the domestic and international
demands

A wide and dynamic variety of pipes, fittings, and

accessories, meeting customer demands.

With the complement to all our products by our
business alliance supports, including Henkel
(a world-class chemical and adhesive company)
and Sekisui Chemical, etc.
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Pressure and Crush-resistant

Manufactured from excellent - quality,
highly flexible, and elastic materials,
the pipes are TIS. certified given that
they are well capable of withstanding

internal pressure and external force.

pH Resistant

Hassle-free rust corrosion owning to
being neutral to acid and alkali resulting
in a long lifespan.

Toxic-free

Free from toxicants resulting in no
contamination and color change
of water.

Electrical Insulator

No electrical insulation as the pipes
are non-metal resulting in no electrical

Sunlight Resistance

Contained titanium dioxide in a suitable
amount to shield the pipes from UV rays
nicely with no brittle or breakage to be
hassled with.

No Rust, No Leak, No Brittle

N/
7

b

No rust and no brittle thanks to the special
properties of the PVC.

TIS. Standards

Thailand Industrial Standards or
TIS. 17-2561 certified.

N7

Lightweight

5-time more lightweight than galvanized
pipes for easy transportation and installation.

leakage; the pipes are also flame-retardant.
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1. Please refer to the manual before use.

2, To be used with up-to-standard accessories

4. Do not use it in a waler service line with a temperature above 60°C as it might
cause delormation in the pipes resulting in leakage.

4. Avoid using products with all kinds of chamicals as they might be harmful to
the body and property, in case of necessity, refer 1o the solution resistance
tables in the manual if used.

5, Disposal by incineration is prohibiled as it may cause bodily harm and property
damage.

6. Aller the installation, a pressure test according 1o hydrostatic and praumatic test
standards must be carried out. If the test resulls are above the standards, bodily
harm and property damage may oceur.

7. A rubber band ks for banding the pipes only, it should not be used in other
usages as badily harm and property damage may occur.




SCG PVC Pipes for Plumbing and Drainage System

SCG PVC Pipes (Plain End)
Thailand Industrial Standards (TIS. 17-2561) (Blue) for Water Supply, Pressure, Drainage, Waste Piping, etc.

Unit Outer Diameter (OD) Thickness (mm.)

mm. (inch) (mm.) R T N T T T T

! PVC 5 PVC7 PVC 8.5 PVC 10.5 PVC 13.5
I w.aey oo 22 015 T SR 16 + 015 20 £ 015 23 £ 015 26 * 015
oo eeEsy 26 015 - R 156+ 015 20 £ 015 23 £ 015 26 * 015
B U 34 016 o = . 156 + 015 20 £ 015 24 £ 020 30 * 025
oo savey. 42015 | 15 % 015 18 % 015 22 * 020 26 * 020 31 % 025
. U 1 48 £ 015 15 % 015 1.9 £ 015 23 £ 020 28 * 020 35 £ 025
B =1 60 £ 015 | 18.% 020 24 + 020 29 + 025 35 * 025 43 £ 030
o 8wy 76 £020 i,,?-?,?,,o?,o ,,,,, 29 + 020 35 * 025 44 * 030 54 £ 030
S ] 80020 | 26 %02 ¢ 35 * 025 41 * 030 52 % 035 64 %040
I o) 4 x080 | 82 020 43 %025 52 %030 65035 81050
I U 140 £ 080 89 %025 53+ 030 64+ 040 80 % 045 99 £ 055
R eue) 165 2040 ... | 46 % 025 62t 085 75 % 045 94 * 050 117 * 065
R 200B) 216 £ 050 . DREERUUIN 78t 040 BECURCEUDUN 111 £ 060 ERIEEERUMUN
R 25000) 267 £070 RV 89 + 040 BRUURCRCOUR 136 £ 065 ERIOEEERUCOIN
- SOOZ) 818+ 080 [ERERUSON 107 + 055 WREURERCCON 162 £ 075 BEUMBERICUN

350(14”) 370 0.90 9.2 + 0.50 12.5 0.70 15.0 0.75 18.9 0.95 23.4 1.16

Note :
1. Numbers for indicating PVC quality levels - 5, 7, 8.5, and 13.5 are a working pressure i.e., maximum allowable pressure for operating continuously
at 27°C (unit: kgf/cm2)
2. Standard length: 4 m., as for special lengths other than the standard length, please contact the company directly.
3. Quality level 7 and 10.5 are pre-ordered products, please contact the company at 0-2555-0888. TI8.17-2561
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SCG PVC Pipes (End with Socket)
Thailand Industrial Standards (TIS. 17-2561), Blue for Water Supply, Pressure, Drainage and Waste Piping, etc.
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Unit d dr I (mm.) Z(mm.)

mm. (inch) (mm.) (mm.) Min. Min.

18 (1/2”) 2240 £ 0.2 2048 =3 (08 30 3,945
””” 20(34") 2640 * 02 253 % 03 35 3940
""" 25(1) 3460 + 02 333 + 03 41 393
””” B4 4260 = 02 412 & 08 46 390
_W0UZ) 4870 : 03 472 % 04 55 s
,,,,, 55(2/) 6080 * 03 590 ® 04 63 3910
,,,,, 65(21/2) 7660 * 03 752 % 04 & o set0
,,,,, 80() 8960 * 03 882 x 04 64 3905

100 (4") 11470 £+ 0.3 1132 + 04 84 3,885
.~ 125(5") 14080 t 04 - 1300 + 04 104 3860
_1S0(e) 18600 + 04 1639 + 04 132 3830
,,,,, 200(87 217.%0 + 08 2138 £ 08 200 370
_____ S 20930 + 0.9 EEEEEEEERGEN 250
,,,,, 800(127) 32070 + 10 3146 £ 11 30 3645

350 (14”) 373.10 £ 1.0 366.0 + 1.1 350 3,595
""" w0(6)  ameo x 12 4ss = 18 a0 ssw0

Note :

1. Zis the length of pipes with a glue socket for bonding by the solvent cement by slipping on the edge of the standard 4-m. pipe.
2. Thickness depends on the size and quality levels of extruded pipes.

3. Quality level 7 and 10.5 are pre-ordered products, please contact the company at 0-2555-0888.
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